floodlight | fixture




o reflector in highly pure hammered closing clips in extruded
anodised aluminium anodised aluminium

die-cast aluminium
corrosion resistant
body, painted in based
powder coating (Akzo
Nobel RAL9006 grey)

e long life silicone gasket

anti rupturing cable
gland (M20x1, 5 - IP68)

stainless steel external
SCrews

toughened tempered glass,
attached to the body by
secure opening hinges
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application

$1538 & 52038 are multipurpose fioodlights for metal halide
and high pressure sodium 70 to 400w lamps, with symmetrical
and asymmetrical reflectors. Fittings are essential, compact
and offer:

* high light output

* robustness and reliability
* extremely easy and fast installation and maintenance




features dimensions

housing 51538
high pressure aluminium die-cast body coated with

epoxy powder. e —

- 255 - - 128 -

reflector
high purity anodized hammered aluminium reflector.

glaSS = ! Ixon
thermal resistant tempered glass. o

mounting bracket o=
steel mounting bracket coated with epoxy powder.

colour of housing 52038
MAT RAL 9006 (Akzo Nobel)
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technical data
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voltage : - 180 -

220 - 240V 50/60Hz

holder type
E27 / RX7s / E40

maximum weight

key for standard order coding

S1538ASY - RX7s - MO0150 ————— capacity code
e

lamp type : S = high pressure sodium
: M = metal halide

holder type

reflector type : 5Y = symmetrical type
: ASY = asymmetrical type

casing model

the high efficiency of the luminaire is achieved by the use
of high quality high purity aluminium reflectors and high
transm The angle of incidence of the ¢
maximum beam intensity reduces the re d i

S1538 ASY 52038 ASY




photometric

$1538 - SY 51538 - ASY

note : photometric result tested based on B300im MH70w tube note : photometric result tested based on B300im MH70w D.E.

§2038 - SY $2038 - ASY
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note : photometric result tested based on 32000im MH400w tube note : photometric result tested based on 32000Ilm MH400w tube
order code
$1538 SY MH 70w tubular / double ended E27 / RX7s 51538 SY - M0070
51538 SY MH 150w tubular / double ended E27 / RX7s S51538 SY - M0150
51538 SY HPS 70w tubular / double ended E27 / RX7s 51538 SY - S0070
51538 SY HPS 150w double ended RX7s 51538 SY - S0150
51538 ASY MH 70w tubular / double ended E27 / RX7s 51538 ASY - M0070
51538 ASY MH 150w tubular / double ended E27 / RX7s 51538 ASY - M0070
S$1538 ASY HPS 70w tubular / double ended E27 / RX7s S1538 ASY - M0070
51538 ASY HPS 150w double ended RX7s 51538 ASY - M0150
52038 SY MH 250w tubular E40 52038 SY - M0250
52038 SY MH 400w tubular E40 52038 SY - M0400
S2038 SY HPS 250w tubular E40 52038 SY - S0250
S2038 SY HPS 150w tubular E40 52038 SY - S0400
‘model  housingmaterial  lampholde = ordercode
52038 ASY MH 250w tubular E40 52038 ASY - M0250
52038 ASY MH 400w tubular E40 52038 ASY - M0400
52038 ASY HPS 250w tubular E40 52038 ASY - 80250
52038 ASY HPS 400w tubular E40 52038 ASY - 80400

note : specification is subject to change without prior notice. = SY = Symmetrical Reflector = ASY = Asymmetrical Reflector
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